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Specifications

Specifications and features subject to change without notice. 

YOUR AUTHORIZED TRANSCELL DEALER IS:  

HIGHLY DURABLE:
Easily withstands the rigors of industrial applications,
utilizing an ABS case, an all steel frame, and a ABS platter.

4 KEY TACTILE KEYPAD:
The 4 key membrane panel allows push button Variable 
sample sizes, Zero, Unit toggle key and ON/OFF.

HIGHLY VISIBLE LCD DISPLAY:
Scale display can easily be viewed from up to 20” away.

ANNUNCIATORS:
Low Battery, Stable, g, oz, lb-oz, Count 

1:50,000 INTERNAL RESOLUTION:
High internal resolution provides greater sensitivity ,for 
increased counting accuracy and weighments.

Warranty: 1 Year Limited Warranty

Display:  4 digit, 7 segment, (LCD) Liquid Crystal Display
Keypad:  4-key Tactile Keypad
Counting Capacity:  9,999
Weighing Resolution:  From 1:2,000 to 1:5,000
Keyboard Set-up and Set-up 
parameters all keyboard accessible, for speedy installation 
Units of Measure:  g / lb-oz / oz / piece count
Operating Temperature:  32ºF to 104ºF

Power Requirements:  AC Adapter, 9 VDC, 100mA, 
included. (6 AA batteries not included.)

Base and Sub Platform:  Metal

Platform:  ABS
Feet:  Non-Skid Hard Rubber
Shipping Weight:  2.8 lbs

500g x 0.1 g

5000g x 50 g

ROUND 4.5” 

5" x 8"

ESW-500

ESW-5M/2
5000g x 50 g 5" x 8"ESW-5M

Dimensions    

Standard Features & Benefits:

CapacityModel Size

5" x 8"2000 g x 1 gESW-2M
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JB-PCB Summing board layout

JB-F1 Summing Box dimensional - all dimensions in mm 

 

Specifications and features subject to change without notice. 

YOUR AUTHORIZED TRANSCELL DEALER IS:  

184

140

114 134

32

1

1

2

2

3

3

4

4


	JB-SS
	02 JB-SS

