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10t, 20t, 30t, 40t

® Multi-column load cell ® Easy to install
e Digital load cell (option) e High accuracy
® RS-485 signal output e High stability
(option) e Suitable for testing
e Total stainless steel machine , truck scales
construction and big bin & hopper
® Hermetically sealed scales, etc.
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PROFILE TOP
UE UE U| NN 228 89.3 55.5 10.65 5 47 28 269 16.9
U NN @39 140 97 13 6.5 51 39 78 215
U NN @39 150 97 13 11.7 51 39 78 26.5
Rated Output 2.0mV/V+10% Safe Temp. Range -10°C t o + 70°C
Zero Balance +1.0% o f rat ed output Temp. Compensat ed -10°C t o0 + 40°C
Creep af ter 30 minut es +0.03% o f rat ed output Safe Overload 150%
Nonlinearity +0.03% o f rat ed output Input Impedance 410 ohm + 20 ohm
Hysteresis +0.03% o f rat ed output Output Impedance 350 ohm + 5 ohm
Repeatability +0.03% o f rat ed output Insulation R esistance h 3 UN S(50V DC)
Temp. effect on output ¥ o f applied output /°C Rated Excitation 10V DC/AC
Temp. effect on zer o t o f rat ed output/°C Maximum Ex citation 15V DC/AC
Wir e Length 6m Wire Mat erial Red(+E) Black(-E) White(-S) Green(+ S)
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